
Parallel Gear Indexer / Oscillator PI/PO Series

18P9

6x4-M20TAP x 35 Deep
(Face A,B,C,D,E,F)

Face A(1)

53
0 -0
.2

Input Shaft

Input Shaft

F 面 (6)
φ

55
h6

φ
60

h6

19
6

20495

φ60h6

28
0

185

18
5

18
5

37
0

45445

15

196

20
20

33
0

20

Face B(2)20
20

200 150

535

Face D(4) Face E(5)

45

45
45

Face C(3)

20 20

115

120

17 122236

375

φ
11

0

3-M12TAP x 24 Deep
P.C.D.φ85

3-φ12 for dwell pin x 24 deep
P.C.D.φ85(Drilled by user)

Output Shaft

PI/PO-200F Dimensions

The keyway position of the input shaft 
in the drawing suggests the center of 
dwell period.
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Additional Information

Filler, Drain(black circle) Rc1/2

Level (white circle) φ 40

Rough Prodict Weight 160kg

Rough Lubricating Oil Capacity 10.8 Liters

Mounting Tapped Holes Machining the specified faces upon request

Mounting Through-holes Machining the specified faces upon request

PI/PO-200F Style by Oil Plug Machining Position
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PI/PO-200F Mounting Examples of Optional Parts

PI-200F
MRA1-22-100

PI-200F
RA2-125

PI-200F
TB-325

Additional Notes

● MA series worm reducer MAO100 and 125 can be mounted. 

● Mounting positions of a drive unit is standardized as 8 different pattern.

● MYTORQ torque limiter 300 series can be mounted.

● Autoflex coup@lings can be mounted.

● Autogard torquelimiter 400 series or Autoflex couplings can be mounted on the input shafts of a worm reducer.


